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Product Specification
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Product 3 Megapixel Zoom Lens

FEmAES . M12-02812IR (3MP) -C
Model No
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8L 2% (Parameter of Lens)

xS (Model) :

M12-028121R (3MP) —C

DHER (Resolution) 3MegaPixel
B R ~F (Image format) 1/2.77
#EHE (Focal length) 2. 8~12mm
HYEFLFE (Aperture) F1.8
B (Mount) M12
1/2.7 1/3 1/4
FEAE | KM | | K| e | K
M (Field Angle)
DXHXV(® ) D 140 40 120 36 |182.6]27.2
100 32 89 29 64 | 21.6
72 24 64 |21.6| 27 16. 2
545 (Optical Distortion) -64. 5%~—4. 3% —48%~-3. 5% [-24. 1%~~-1. 959
BT (M. 0.D.) 0. 3m
HME R <) (Dimension) ® 28 X 44. 6mm
#Hi7 (Weight) 30+2g
12224 Ja A JE (Flange BFL) 13. 5mm
Y2 )5 FE#E (BFL) 7.1~13. 6mm
UM S £5 B (MBF) 6mm
H®& A (IR Correction) Yes
o N JtiE (Iris) [ 5 68 (Fixed)
T;M"E?:T/i A (Focus) FHh M (Manual)
(Operation) - - -
AFHE (Zoom) FshAF . (Manual)
TAEIRE (Operating temperature) -20C~+60°C
JR~F (Size)
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15.5 ‘ 14. 6
42.4
44, 6
R~FA#Size tolerance (mm) : 0-100.05 10-300.10 30-12029.20

A /A Z Angle tolerance
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FnE (Test Standard )

#IE (Model) :

M12-028121R (3MP) -C

KU H Test Items

MM ANZA Test Content

ioR UFERzE| ®6 (HAZ0.65K)
. . = 160 1p/mm
pULE s -2 0k
Resolution Test . 160 1p/mn
1
. R BB P 155 375 7 T i 5
LLEES U 4551
B .%i% ¢ 254+2°C
nvironmen H%%
60-20: FOVFECNE IR % 0. 06mm
KB R4 1 /ATh G0 B, BT
Sk AN DLHIARG F] ZIEART RS FROKHE
BTN ££0. 2mm, AR HEERTFLAN: AT
/NTF0. 002mm”0. 005mm 7] ZEEAS T
45, R I R B E 4%,
A TRA P
Appearance Inspection BB, B, B, B
B Sk AN ZEAR: ARV /KN A ROE G
CEE AN By KT, FINEW . FAR KN
9 i, ELIRG 5%
I T BOR 0] e 54 s T B3
RESE et B A
HE
Environment 25+2°C




B ATFEMWR (Reliability and Environmental Testing)

#IE (Model) :

M12-028121R (3MP) -C

KU H Test Items

MM ANZA Test Content

& EEHR AL

Temperature Cycling Test

iR AE IR B2 (-20£3) CHUCE L 5/, (6043) CTRUE 3/N
IZEAE T, ENMER . K5, KECRE T =24/ 5 it
ks, BARREEH

Lens is placed on two cycles in the test temperature (=20
+3)°C for 1.5 hours and in (60+3)°C for 3 hours
separately. Then, the indicators are qualified after
placing the lens at room temperature for 24 hours.

o i PR I R

Damp heat test

B SLAERIGR T (60£3) °C, MEFESBURHAIZA: T, HUE A8/,
RIGSE, B4R E TS24/ N G TR G, S48 Fr &tk

Lens is placed in the test temperature (60+3)°C,
humidity 85% RH for 48 hours.

Then, the indicators are qualified after placing the lens
at room temperature for 24 hours.

PRV AL
Drop Test

BEAE DR (£0. R) &b, B B BRE BITREE-HR_E
Wi JE, BERB TR S %

Lens drops from the height of (140.1m) to the concrete
ground.
After the testing, the indicators are qualified.

WAL

Vibration Test

55 T2 AR 5 30min, ZERIE N25mm, i 9130-230r/minfk) 4%
PR, REJE, Bk BB E%K.

Lens vibrates in sinusoidal wave under 25 mm of amplitude
and 130-230 r/min of frequency.
After the testing, the indicators are qualified.
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I (Packing Specification)

B (Model) : M12-028121IR (3MP) —C

1. gk BT E, RESHRRE TN
2+ BRI RE

3. fJr G EARRERANE, R5e)n, MEGTE B4, RilhibrssE.
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